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LIGHTING FIXTURE SCHEDULE
LIGHTING SOURCE MOUNTING HEIGHT
TYPE MANUFACTURER MODEL / SERIES NUMBER MTG. | VOLTAGE DESCRIPTION ABOVE FINISHED
LUMENS | WATTS SOURCE/CCT GRADE (A.F.G)
SL1/3 | SIGNIFY LIGHTING DOS-30W16LED4K-T-LE3F POLE | UNIVERSAL | 3129 38 LED/4000K ix\lpcéngEﬁL%Q?NLEMMSSFETERTFE')STFUCTFE 1V¥ BTI\;'PLY\ZIEng ECNSIEE:?:&? MOUNTED ON ROUND (160" AFF.G.
SL1/2HS| SIGNIFY LIGHTING DOS-30W16LED4K-T-LE2F-HS POLE | UNIVERSAL | 2677 38 LED/4000K I\SA'(’;'S'&EEHDEgﬁ ';%'[JEN'\D"?X';EEES KESS&YJ\’JEJJEPE A'@'g{fggﬂgwpﬁ“xlng%%ig'lgﬁjﬁg'?w (16'-0") A.F.G.
SL2 | SPECTRALIGHTING | ELE-B-FA-30-4K-120-277 BOL | UNIVERSAL 869 12 LED/4000K ;i%'ﬂ'g&gﬁbﬁé%g;éﬁ BD(F)QII_\I;QS.D FIXTURE WITH SYMMETRIC LIGHTING DISTRIBUTION (3-6") AF.G.
SL4 | CLSLIGHTING CAL-S-XX-XX-T2-16L-35-40K-UNV-WM W | UNIVERSAL | 1932 18 LED/4000K ;E\l%%ﬂl\c/)lvpgﬁﬂﬁ\}hﬁc\;lvék; ,’-QAB?S'I#\I ED WEDGE FIXTURE PROVIDED WITH TYPE Il DISTRIBUTION (10-0") A.F.G.
SL5 | CLSLIGHTING CAL-S-XX-XX-T4-16L-53-40K-UNV-WM W | UNIVERSAL | 2968 28 LED/4000K ';i%%'j'\é'vpg&%ﬁg\’ék:; 2"8?3#‘; ED WEDGE FIXTURE PROVIDED WITH TYPE IV DISTRIBUTION | (400 A F.G.
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MOUNTING DESIGNATIONS

POLE | POLE U UNIVERSAL
BOL |BOLLARD w WALL
R RECESSED IGM | IN-GRADE

ANCHOR BOLT QUANTITY, SIZE AND

BOLT CIRCLE DIAMETER AS PER

APPROVED POLE SHOP DRAWINGS.

POLE BASE SHALL BE PRECAST
CONCRETE F&I BY G.C.

PITCH FINISHED
GRADE AWAY FROM
BASE.

POLE WITH FINISH TO MATCH FIXTURE

HANDHOLE WITH TAMPER PROOF BOLTS
GROUNDING LUG

FULL ANCHOR BOLT BASE COVER

REBAR CAGE, #6 ROD AT SOty
CORNERSAND#BTIESATm\ o |l O R

EMPTY RACEWAY STUBBED
48" FROM POLE BASE WHERE
BASE IS AT END OF CIRCUIT
RUN; AND AS INDICATED ON
SITE PLAN. 0O.C.

BASE TO BE SAME SHAPE AS POLE,——

IE: ROUND POLE = ROUND BASE,
SQUARE POLE = SQUARE BASE.

BASE TO BE 2" LARGER THAN POLE

ANCHOR BOLT COVER IN EACH
DIMENSION, 18" MINIMUM.
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L BRANCH CIRCUIT & CONTROL
RACEWAYS; (2) 1" MIN.
UNLESS NOTED OTHERWISE

ON PLANS.
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m LIGHTING POLE BASE DETAIL BEHIND CURBING
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ANCHOR BOLT QUANTITY, SIZE AND

BOLT CIRCLE DIAMETER AS PER

APPROVED POLE SHOP DRAWINGS.

POLE BASE SHALL BE PRECAST
CONCRETE F&lI BY G.C.

PITCH FINISHED
GRADE AWAY FROM
BASE.

POLE WITH FINISH TO MATCH FIXTURE

HANDHOLE WITH TAMPER PROOF BOLTS
GROUNDING LUG

/ FULL ANCHOR BOLT BASE COVER

REBAR CAGE, #6 ROD AT 1ty |
CORNERS AND #3 TIES ATm\ |

EMPTY RACEWAY STUBBED
48" FROM POLE BASE WHERE
BASE IS AT END OF CIRCUIT
RUN; AND AS INDICATED ON
SITE PLAN. O.C.

BASE TO BE SAME SHAPE AS POLE

IE: ROUND POLE = ROUND BASE,
SQUARE POLE = SQUARE BASE.

BASE TO BE 2" LARGER THAN POLE

ANCHOR BOLT COVER IN EACH
DIMENSION, 18" MINIMUM.

W
b
x -

3/4" CHAMFER
}h < ﬂ|\/ ‘

36"

24" (MIN)

I

r
. \|Q
o~ T

ny

o

72" (MIN)

L BRANCH CIRCUIT & CONTROL

RACEWAYS; (2) 1" MIN.
UNLESS NOTED OTHERWISE

ON PLANS.
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m LIGHTING POLE BASE DETAIL IN PARKING AREAS
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ANCHOR BOLTS QUANTITY, SIZE AND
BOLT CIRCLE DIAMETER AS REQUIRED

=

ILLUMINATED BOLLARD FIXTURE

HANDHOLE WITH GROUNDING LUG

CIRCUIT RUN; REFER TO SITE

BY MANUFACTURER. BASE COVER
FINISHED GRADE BASE FLUSH WITH FINISHED
PITCH AWAY FROM\ e GRADE
BASE. ”‘\H‘” T T T ”‘} 5?1? P T T T ”‘M\“ | i
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EMPTY RACEWAY STUBBED U Y e T S
48" FROM BOLLARD BASE ¥ ] X =
WHERE BASE IS AT END OF P ) S
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PLAN.

BOLLARDS SHALL BE PRECAST
CONCRETE F&I BY G.C.

PRECAST CONCRETE BASE TO BE
SAME SHAPE AS BOLLARD, IE:
ROUND BOLLARD - ROUND BASE,
SQUARE BOLLARD - SQUARE BASE.
BASE TO BE 2" LARGER THAN POLE
BASE IN EACH DIMENSION, 12"
MINIMUM.

Y

m SITE LIGHTING BOLLARD BASE DETAIL

\— BRANCH CIRCUIT RACEWAY
1" MIN. UNLESS NOTED
OTHERWISE ON PLANS.
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S

FIXTURE ROUGH-IN —\.\s 1C
KIT FOR CONCRETE ‘-

ramg

AN

POUR
L T 5 - 4
SECTION A-A
PROVIDE TAMPER\

PROOF BOLTS ON
LENS RETENSION
RING.

PITCH FINISHED GRADE
AWAY FROM FIXTURE.

PROVIDE CAST-IN-PLACE
CONCRETE ENCASEMENT,
(6"MIN)

INTERNAL FEATURES OF
FIXTURE ARE GENERIC AND
FOR REFERENCE ONLY

BRANCH CIRCUIT RECEWAY(S);
1" MIN. UNLESS NOTED
OTHERWISE ON PLANS.

PROVIDE 6" GRAVEL BASE

><—

PLAN

NOTES:

PROVIDE INTERNAL GLARE
CONTROL GRID / HEX-CELL
TYPE LOUVER.

1. THIS DETAIL SHALL BE TYPICAL FOR FIXTURE TYPE SL6 & SL7

m IN GRADE FIXTURE MOUNTING DETAIL
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m POLE AREA LIGHTING FIXTURE
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